
• Dimensions (Unit: mm)

2-phases hybrid step motors

MT10AP  /  1,8°

• Specifications

• Wiring diagrams

Model 
Code

Rated 
Voltage 

( V )

Phase 
Current 

(A)

Phase 
Resistance 

(ohm)

Phase 
Inductance 

(mH)

Holding 
Torque 

(Nm)

Detent 
Torque 

(Nm)

Rotor 
Inertia 
(g.cm²)

Wires Motor 
Length 

(mm)

Weight 

(Kg)

Special 

(see pag.4)

MT10AP10007M401 2.66 0.70 3.80 2.00 0.033 0.0020 2 4 23.5 0.05 --
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• General characteristics
Step accuracy ±5%

Temperature rise 80° C max @ nominal current

Ambient temperature -10° C ~ +50° C

Insulation resistance 100Mohm min. 500Vdc.

Dielectric strength 500Vac 1 minute

Insulation class B, 120° C

Protection IP30 

Shaft radial play 20 µm max @450 g. load

Shaft axial play 80 µm max @450 g. load
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Molex 53047 - 0610
Lead wires side

- hsg: 51021-0600
- pin:  50079-8000
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• Torque curves

MT10AP10007M401 Voltage 24 Vdc 
Current 0.7 A/Phase
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• Dimensions (Unit: mm)

MT10AU  /  3,75°

• Specifications

• Wiring diagrams

Model 
Code

Rated 
Voltage 

( V )

Phase 
Current 

(A)

Phase 
Resistance 

(ohm)

Phase 
Inductance 

(mH)

Holding 
Torque 

(Nm)

Detent 
Torque 

(Nm)

Rotor 
Inertia 
(g.cm²)

Wires Motor 
Length 

(mm)

Weight 

(Kg)

Special 

(see pag.4)

MT10AU06003M4V1 4.20 0.30 14.0 5.70 0.012 0.004 2 4 18.0 0.045 --

• General characteristics
Step accuracy ±5%

Temperature rise 80° C max @ nominal current

Ambient temperature -10° C ~ +50° C

Insulation resistance 100Mohm min. 500Vdc.

Dielectric strength 500Vac 1 minute

Insulation class B, 120° C

Protection IP30 

Shaft radial play 20 µm max @450 g. load

Shaft axial play 80 µm max @450 g. load

PHASE A A/ B B/

PIN No. 4 6 1 3
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• Torque curves

MT10AU06003M4V1
Voltage 24 Vdc 
Current 0.3 A/Phase
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